








Hi,

thanks for choosing the Complete Bike from 
YT-Industries.

This bike was designed by Pro´s with years of experi-
ence, so please read the instructions carefully before 
you assemble your bike so that you can always have 
fun with it.

Unpacking the Bike

Open the Box: to avoid damaging or scratching the bike 
before opening the box, remove the metal packaging 
brackets with a pliers before you try lifting the bike out 
of the box. 

After removing the metal brackets, the box will be ope-
ned (unpacking the bike should be done by 2 people) 
and the bike can be removed. Make sure you look for 
and remove all the remaining small parts that could 
have come loose during the transport.

Then remove carefully the packaging material to ensure 
that the bike parts are not damaged. With a small pliers, 
remove the cable binder from the frame.

Unpack all the parts and disregard the packaging mate-
rials in the appropriate recycling bins.

The following tools are needed for the assembly:

15mm open-end spanner (pedals)
5mm Allen key (front wheel, seat post)
6mm Allen key (stem)
Air pump with car valve

First the front wheel will be set in.

Thereafter the Allen key screws must be loosened, then 
place the axel in the fork shaft, then check that the 
front of the bike lies evenly in the middle of the shaft, 
then tighten the Allen key screws.

Then the handlebars will be placed in the stem.

First unscrew the 4 screws on the retaining plate of 
the frame, so that the handlebars fit into the stem and 
then replace the retaining plate. The handlebars are 
then placed in a comfortable position and the 4 screws 
tightened cross-wise. Thereafter the front wheel will be 
at a 90° angle to the handlebars, that is that both the 
binding screws that are used to hold the fork shaft onto 
the stem will be slightly loose until the stem is properly 
turned and can be finished off. Then, when you’re satis-
fied with everything, tighten both screws really tight.

Attaching the Pedals

The pedals are marked separately with R and L, when 
you sit on the bike the R is for right and the L is for 
left. The pedal threads should be well greased before 
assembling. The pedal marked R is screwed onto the 
right crank arm (front sprocket side). Screw the pedal 
on with the hand in a Clockwise position so that the 
ball joint doesn’t tilt or jam. Then tighten properly with 
a 15mm open end spanner. The pedal that is marked 
with L is screwed onto the left crank arm. This pedal 
has a SPECIAL THREAD, screw the pedal on with your 
hand in an Anti-Clockwise position so that the ball joint 
doesn’t tilt or jam. Then tighten properly with a 15mm 
open end spanner. The left pedal doesn’t fit on the right 
extension and visa versa.
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Attaching the seat post:

Then loosen the seat post binding screw, and then place 
the saddle post in the frame at the appropriate height.
Then tighten the seat post binding screw on the frame 
and the saddle will automatically be brought to a con-
venient position. When this position is found, then tigh-
ten properly the Allen key screw under the seat (in the 
saddle post).

Check once again all screws (bottom bracket, frame, 
hub axel nut, brake system).
Don’t forget to pump up the tyres and the have lots 
of fun.

The following parts should be checked regularly

From time to time inspect the handlebars, especially 
after a hard fall. If you have the feeling that your hand-
lebars are bent then they should be replaced. This is 
because the original stability will be lost and the hand-
lebars can bend even under minimum pressure.

The brakes are the most important security system on 
your bike and therefore you should give them a lot 
more attention. Check regularly: loose screws, bent 
brake lines and leeks. If your brake handles are bent, 
check for cracks as aluminium can break easily once it 
is deformed.

Frame: After a hard fall carefully check the frame, espe-
cially underneath the frame where the down tube joins 
the head tube.

ATTENTION!!!!!!!!!

This bike is not roadworthy, although with additional 
parts it can be made roadworthy which of coarse the 
conditions vary according to the different rules and re-
gulations of each Country (Speak to your bike dealer). 
Dirt bikes come only in one frame size but in different 
frame lengths and geometrics, which is adapted to the 
use of the bike or the person using the bike.

Building Instructions

This bike must be assembled by an Authorized Distri-
butor otherwise all guarantee claims or claims will be 
invalid. The Manufacturer is NOT RESPONSIBLE for in-
juries, damages or breakdowns that may be caused by 
assembly mistakes or problems that lead back to incor-
rect maintenance. 

Guarantee

A word about the guarantee: This bike complies to or is 
above the recommended Industrial Standards. It is not 
to be used for off-road, jumps, stunts or any other form 
of extreme conditions. Due to the nature of MX Sports, 
all components are limited only to material damages. 
Should damages be traced back to incorrect usage, as-
sembly faults, negligence or any other form of improper 
type of usage, then those damages can not be accepted 
under your guarantee and therefore will not be covered 
under this guarantee. The guarantee, in Germany for 
example, is 24 months after the purchase date and only 
for the FRAME. For all other Countries it is according to 
their own Laws.

Safety

A word about your safety: When you ride, we advise 
you to wear shin pads, knee pads, elbow pads and a 
helmet. For all kinds of ramp jumps you should wear a 
full face helmet. When you think that wearing pads is 
Uncool, then just think how Uncool it is to not be able 
to ride for weeks or even months.
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