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Once you remove the battery on a Gen 1 bike,  
the thick motor/battery cable will have a black housing.

E8000 Motor: The E8000 motor features a Shimano 
logo set within a silver circle on the non-drive side, as 
shown above.

EP8 motor: The EP8 features a Shimano logo set within 
the middle of the cooling fins on the non-drive side, as 
shown above.

H O W  T O  I D E N T I F Y  YO U R  B I K E  -  G E N 1

Important note: Shimano 1st Genera-
tion motors (E8000 and EP8) will work 
only with batteries from the same ge-
neration. The EP6 and EP801 are from 
Shimano's newer 2nd generation se-
ries, have different battery internals, 
and are incompatible with 1st genera-
tion systems.

C o m p at i b l e  Y T  b at t e r y  t y p e s  f o r  G e n  1  b i k e s :  
5 4 0 W h  B at t e r y  P a r t  N u m b e r :  Y T- 0 1 - 5 0 S 
7 2 0 W h  B at t e r y  P a r t  N u m b e r :  Y T X - 0 0 1

W H I C H  B A T T E R Y  M A T C H E S  M Y  M O T O R ?
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Once you remove the battery on a Gen 2 bike, the thick 
motor/battery cable will feature a yellow housing.

EP801 Motor: The non-drive side features a new cooling 
fin design with the Shimano logo on the upper half of 
the casing.

EP6 Motor: This motor features a smooth casing with 
no discernible cooling fins. The drive-side housing fea-
tures an EP6 logo.

H O W  T O  I D E N T I F Y  YO U R  B I K E  -  G E N 2

Important note: Fitting a Gen 1 batte-
ry into a Gen 2 system, or vice versa, is 
not dangerous, nor will it cause dama-
ge, but it will not work!

C o m p at i b l e  Y T  b at t e r y  t y p e s  f o r  G e n  2  b i k e s :  
5 4 0 W h  B at t e r y  P a r t  n u m b e r :  T P S - C 1 8 - 5 0 S D 
7 2 0 W h  B at t e r y  P a r t  n u m b e r :  Y T X - C 0 1

W H I C H  B A T T E R Y  M A T C H E S  M Y  M O T O R ?


